
St Vincent de Paul Housing
Social 

Housing



The challenge
St Vincent de Paul Housing’s, Social and Affordable Housing program is a large-scale 
project consisting of 502 apartments across 12 locations. The Maitland site, located in  

the lower Hunter Valley of NSW is made up of 17 units throughout a purpose designed 
multi-storey building. The units have been designed with open plan living in mind 

featuring a fresh modern décor in a style supportive of the heritage nature of the town 
and streetscape.  

Sector: Social Housing

Client: St Vincent de 
Paul Housing

Architect:  
Space Design 
Architecture (SDA)

Area: 3,700sqm 

Location:  
Maitland, NSW 



The solution
“The look and feel of the product was equally as important as performance in our 
decision process. We wanted to ensure that we were creating a warm, inviting and 

homely environment for our tenants that would span our 25 year lifecycle.” explains Mr 
Arthur Chapman, Contract Manager at St Vincent de Paul Housing.

“Aesthetics, product performance and the life cycle costing of the product that goes 
into the unit are three fundamental factors in our decision-making process. Korlok by 

Karndean Designflooring proved to be an ideal fit and has been installed in the kitchen 
and living spaces throughout the units”

“Using Korlok means we have a hard wearing waterproof floor but can easily spot fix the 
flooring if required rather than having to pull up the entire floor. This dramatically lowers 

our maintenance cost whilst keeping the floor looking at its best.

   Washed Grey Ash  
RKP8104
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Results
“Social and Affordable Housing interiors need to be extremely hard wearing but also 
homely and Karndean Korlok provides an excellent balance between the look and 
functionality by meeting our design requirements but also meeting strict building 
standard requirements such as fire and acoustic compliance.” Arthur Chapman

Products used:  Washed Grey Ash RKP8104

http://




Products specified:

* Subject to terms. 

Standard Result

Size 1420 mm x 225 mm

Thickness ISO 24346 6.5 mm

Wear layer ISO 24340 0.5 mm

Guarantee Commercial
Residential

15 years wear*
Lifetime wear*

Bevelled edge Micro

Korlok

Technical information
To view the full technical specification for each of our product ranges  

visit our website:

www.karndean.com/commercialtechdata

Standard

Result

Size

ISO 24342

1219.2 mm X 177.8 mm

Thickness 

ISO 24346

3.0 mm

Wear Layer

0.5 mm

Surface treatment

K-Guard+ PU coating

Warranty

Commercial   
15 years wear*

Domestic   

Lifetime wear*

Bevelled Edge

           

No

Standards

ASTM F1700

Pass

Classification 

         

Commercial Heavy Duty use
          

Domestic Extra Heavy Duty use

Staining Resistance

EN ISO 26987/EN 423
Excellent

ASTM F925   
Pass

Colour Fastness to Light
ISO 105-B02   

≥7ASTM F1515   
<8

Abrasion Resistance

EN 660-2   

Group T
ISO 10582

Type 1
ASTM D3884   

Pass

0 Flexibility

ISO 24344

Pass

Dimensional stability

EN 434/ISO 23999
≤ 0.25%

ASTM F2199

Pass

Acoustic Impact noise reduction EN ISO 717-2 / EN ISO 140-8
ΔLw= 4 dB**

Electrical behaviour body voltage
EN 1815

Pass

Indentation - residual
EN 433/ISO 24343-1

≤ 0.1mmASTM F1914

<8%

Castor chair continuous use
EN 425        

Pass

Thermal conductivity
ISO 8302

0.0147 m²K/W
Suitable for underfloor heating

Reaction to Fire

AS/NZS 9239.1:2010
CRF: 7.3 kW/m²
Smoke value: 124% min.

***Slip resistance

AS/NZS 4586:2013
Oil-Wet Ramp: R10

Adhesive

General use: 
Karndean Mega-Bond

High temperature: 
Karndean 8000 2-part Polyurethane

Recycling

Suitable

Environmental 

GBCA/NZGBC GreenStar Rating System GreenTag Level‘A’;LCA Silver Plus; Best Practice PVC

Floorscore SCS-EC10.3-2014 v4.0 Indoor air quality certified;Compliant low emitting VOC emissions.

Phthalate free

Yes

**Result is Ln,w  = 58 dB when installed on Regupol 4515 acoustic underlay

**Slip resistance is measured on ex-factory product. Slip resistance can be  affected by  surface contamination, use and how the product is maintained

For more information:Australia

New Zealand

Call: 1800 33 11 70

Call: 0800 44 21 01

Email: customerservice@karndean.com.au

Email: customerservice@karndean.co.nz

Visit: www.karndean.com

Visit: www.karndean.com
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*Subject to terms

 Technical Data

Manufactured to ISO9001

 Technical Data

Slip 
Resistance

Standard
Result

Product Size (mm) Oil-Wet 
Ramp

Size
ISO 24342

See separate table

CER11 457 X 305 R10

Thickness 
ISO 24346

3.0 mm

CER12 457 X 305 R10

Wear Layer

0.7 mm

CER13 457 X 305 R10

Surface treatment

K-Guard+ PU coating

CER14 457 X 305 R10

Warranty
Commercial   

20 years wear*

CER15 457 X 305 R10

Domestic   
Lifetime wear*

CER16 457 X 305 R10

Bevelled Edge
           

Yes

CER17 457 X 305 R10

Standards
EN 649/EN ISO 10582

Pass

CER18 457 X 305 R10

ASTM F1700
Pass

CER19 457 X 305 R10

Classification 
         

Commercial Very Heavy Duty use
CER20 457 X 305 R10

          
Domestic Extra Heavy Duty use

CER21 457 X 305 R10

EN 423   
Class 0

M45 457 X 305 R9 

ASTM F925   
Pass

RP73 915 X 76 R9 

ISO 105-B02   
≥6

RP91 915 X 76 R9 

ASTM F1515   
<8

RP94 915 X 76 R9 

Abrasion Resistance
EN 660-2   

Group T

RP95 915 X 76 R9 

ISO 10582
Type 1

RP96 915 X 76 R9 

ASTM D3884   
Pass

RP97 915 X 76 R9 

Flexibility
ISO 24344

Pass

RP98 915 X 76 R9 

EN 434/ ISO 23999
≤ 0.25%

RP99 915 X 76 R9 

ASTM F2199
Pass

RP100 915 X 76 R9 

Acoustic Impact noise reduction EN ISO 717-2 / EN ISO 140-8 ΔLw= 2 dB**

RP101 915 X 76 R9 

Electrical behaviour body voltage EN 1815
Pass

RP102 915 X 76 R9 

EN 433/ EN ISO 24343-1 ≤ 0.1mm

RP103 915 X 76 R9 

ASTM F1914
<8%

RP104 915 X 76 R9 

Castor chair continuous use EN 425/ ISO 4918
Pass

RP105 915 X 76 R9 

Thermal resistance ISO 8302
0.0147 m²K/W
Suitable for underfloor heating

AS/NZS 9239.1:2003
CRF: 9.1 kW/m²
Smoke value: 105 % min.

***Slip resistance AS/NZS 4586:2013
See separate tableGeneral use: 
Karndean Mega-Bond

High temperature: 
Karndean 8000 2-part Polyurethane

Recycling

SuitableEnvironmental GBCA/NZGBC GreenStar Rating System
GreenTag Level‘A’;LCA Silver Plus; Best Practice PVC

Phthalate free

Yes
**Result is Ln,w  = 58 dB when installed on Regupol 4515 acoustic underlay

**Slip resistance is measured on ex-factory product. Slip resistance in use will be affected by surface contamination and by how the product is maintained

For more information:Australia

New Zealand

Call: 1800 33 11 70

Call: 0800 44 21 01

Email: customerservice@karndean.com.au
Email: customerservice@karndean.co.nz

Visit: www.karndean.com

Visit: www.karndean.com
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*Subject to terms

Indentation - residual

Reaction to Fire

Adhesive

Colour Fastness to Light

Staining Resistance

Dimensional stability

Manufactured to ISO9001

 Technical Data

Slip 
Resistance

Standard
Result

Product Size (mm) Oil-Wet 
Ramp

Size
ISO 24342

See separate table

AP01 228 X 76 R9 

Thickness 
ISO 24346

3.0 mm

AP02 228 X 76 R9

Wear Layer

0.7 mm

AP03 228 X 76 R9

Surface treatment

K-Guard+ PU coating

EW01 915 X 152 R9

Warranty
Commercial   

20 years wear*

EW02 915 X 152 R9

Domestic   
Lifetime wear*

EW03 915 X 152 R9

Bevelled Edge
           

Yes

HC01 915 X 152 R9 

Standards
EN 649/EN ISO 10582 Pass

HC02 915 X 152 R9 

ASTM F1700
Pass

HC03 915 X 152 R9 

Classification 
         

Commercial Very Heavy Duty use
HC04 915 X 152 R9 

          
Domestic Extra Heavy Duty use

HC05 915 X 152 R9 

Staining Resistance EN 423   
Class 0

HC06 915 X 152 R9 

ASTM F925   
Pass

LM01 915 X 915 R10

Colour Fastness to Light ISO 105-B02   
≥6

LM03 915 X 915 R10

ASTM F1515   
<8

LM05 610 X 457 R10

Abrasion Resistance EN 660-2   
Group T

LM06 610 X 457 R10

ISO 10582
Type 1

LM07 610 X 457 R10

ASTM D3884   
Pass

LM08 610 X 457 R10

Flexibility
ISO 24344

Pass

LM09 610 X 457 R10

Dimensional stability EN 434/ISO 23999
≤ 0.25%

LM15 406 X 406 R9 

ASTM F2199
Pass

LM16 406 X 406 R9

Acoustic Impact noise reduction EN ISO 717-2 / EN ISO 140-8 ΔLw= 2 dB**

LM17 Free Length X 152 R10

Electrical behaviour body voltage EN 1815
Pass

LM18 Free Length X 152 R10

Indentation - residual EN 433/ ISO 24343-1 ≤ 0.1mm

LM19 Free Length X 152 R10

ASTM F1914
<8%

LM21 610 X 457 R10

Castor chair continuous use EN 425/ ISO 4918
Pass

LM22 610 X 457 R10

Thermal resistance ISO 8302
0.0147 m²K/W

RL01 1219 X 178 R9 

Suitable for underfloor heating
RL02 1219 X 178 R9 

Reaction to Fire AS/NZS 9239.1:2003
                                           CRF:                 Smoke value:
Art Select Stone              8.8 kW/m²                  151% min

RL03 1219 X 178 R9 

Hand Crafted Wood         7.1 kW/m²                  121% min
Oak Royale                     6.4 kW/m²                   114% min RL04 1219 X 178 R9 

Oak Premier                    8.5 kW/m²                  177% min
Parquet                           8.5 kW/m²                  220% min

***Slip resistance AS/NZS 4586:2013
See separate table

Adhesive
General use: 

Karndean Mega-BondHigh temperature: Karndean 8000 2-part Polyurethane

Recycling

Suitable
Environmental GBCA/NZGBC GreenStar Rating System

Phthalate free

Yes
**Result is Ln,w  = 58 dB when installed on Regupol 4515 acoustic underlay

***Slip resistance is measured on ex-factory product. Slip resistance in use will be affected by surface contamination and by how the product is maintained

For more information:Australia

New Zealand

Call: 1800 33 11 70

Call: 0800 44 21 01

Email: customerservice@karndean.com.au
Email: customerservice@karndean.co.nz

Visit: www.karndean.com

Visit: www.karndean.com
06/17

*Subject to terms

GreenTag Level‘A’;LCA Silver Plus; Best Practice PVC

Manufactured to ISO9001

   Washed Grey Ash RKP8104

Manufactured  
to ISO 9001

2020-2021
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Feeling inspired?
We have a variety of tools available to help you achieve the look you desire for your project:
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LCARate™ 

Life Cycle Analysis is for all products and all 

rating tools that engage LCA with separate 

output called an Environmental Product 

Declaration (EPD), which is a summary LCA 

report used for certain credits in some 

rating tools for GreenStar. 

GreenRate™ 

GreenRate is a straight Type 1 eco label 

developed to meet the requirements of 

specific green building rating tools. It 

includes indoor environmental air quality: 

volatile organic compounds compliant (IEQ 

VOC) and reduced exposure to pollutants. 

GreenRate is offered in three levels of 

quality from Level ‘C’ up to Level ‘A’ relevant 

to GreenStar in Australia and New Zealand. 

Karndean Designflooring LVT ranges and 

adhesives are fully certified under 

GreenStar GreenRate Level ‘A’, plus under 

international FloorScore Indoor Air Quality 

Certification for low emitting VOC’s. Also 

certified to LCARate “silver streamline”. 

Learn more and download 

Karndean Designflooring’s 

GreenTag certificates on our 

website.

Visit karndean.com/eco.

Environmental 
Karndean Designflooring and the environment

At Karndean Designflooring we find inspiration for our products in the beauty of the natural 

world and feel passionate about bringing this into every product we create. In order to keep 

our environment protected we do everything we can to continuously improve our 

manufacturing processes to ensure sustainability whilst delivering best value. We have 

always aimed to make stylish and durable floors with the lowest possible impact on the 

environment, and have never had to compromise quality or performance in order to 

comply with legislation or meet environmental requirements. 

Karndean Designflooring is a member of the Green Building Councils of Australia and New 

Zealand and complies with their requirements under GreenStar. All Karndean products and 

accessories are manufactured in facilities certified to the ISO 14001 Environmental 

Management and ISO 9001 Quality Management International Standards. Our approach is 

based on the use of recycled materials in our floor coverings and ensuring that the finished 

product is suitable for recycling if required. 

What’s more…

• All of our packaging is made using recycled material, which we continually review to 

ensure that it is environmentally friendly and fit for purpose

• We use individual logistical solutions to efficiently and effectively transport our products

• Our storage facilities use high density racking to maximise capacity and minimise impact

• Our offices are introducing innovative energy saving techniques

• We are members of the Green Building Council Australia (GBCA) and Green Building 

Council New Zealand (NZGBC)

• Our products qualify for eco-points towards GreenStar building projects

• All of our adhesives are water based, solvent-free, have low VOC emissions and are 

GreenTag certified

GreenStar GreenTag™ certified 

The majority of Karndean luxury vinyl ranges are fully certified to Global GreenTag, the 

third party multi-criteria, consensus based and externally verified Type 1 eco-labelling 

program. This is one of the largest product sustainability certification systems in Australasia 

and the only certification mark approved by the Australian Competition and Consumer 

Commission (ACCC). 

GreenTag comprises two certification systems and the majority of Karndean 

Designflooring luxury vinyl is certified under both.

Manufactured to ISO 9001

The future

Our continued product innovation focuses on reducing our environmental impact 

and complying with environmental legislation and recognized certifications 

worldwide. Our aim is to remain the leading supplier of LVT flooring and to have a 

market-leading environmental record of achievement through the development of 

sustainable products and processes. 
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Gluedown:     Art Select   |     Da Vinci   |     Van Gogh   |     Opus   |     Knight Tile   |     Karndean LooseLay

Rigid core:     Korlok   |     Van Gogh

Wood at a glance (all product formats & ranges)
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 RKP8210 pg: 132

 RKP8208 pg: 129

 RKP8216 pg: 116

 RKP8205 pg: 127

Product Selector

Product Selector
The Product Selector is a specifier’s guide to Karndean 

Designflooring. This comprehensive book features a large 

plan view swatch and angled laid floor image for every 

product, along with a product synopsis.

www.karndean.com/productselector

Commercial website
Our dedicated commercial website 

is the best resource to finding more 

information about our products, 

installation instructions and 

commercial services available to you.

These include our easy to use Digital 

Specification Library visualisation tool, 

where you can view different floors 

on a range of library images or even 

upload your own.

www.karndean.com/commercial

Keep up to date with us:

 Follow us on LinkedIn Karndean Designflooring ANZ  Follow us on Instagram karndean_ANZ
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