
Harleys Co. Retail



The Challenge
Harleys Co. is an upscale, specialty menswear store in Milwaukee, Wisconsin owned by  

HH Clothing Co. During a recent retrofit of the space, designers at Three Sixty | Design Build 
sought to find a new floorcovering for the sales floor that matched the premium quality  

and elevated style of clothing brands carried by the store.

“The overall aesthetic of the store is rustic, industrial-chic with masculine, sartorial undertones. 
We wanted to provide a warm, inviting space. One that fostered a comfortable shopping 

experience…high end without the ‘stuffiness,’” Three Sixty interior designer Linsey Lowery said.

Sector: Retail

Client: Harleys Co.

Designer:  
Three Sixty | Design Build

Area: 3,600 sq.ft.

Location: Milwaukee, WI



The Solution

  Reclaimed French Oak 
RKP8109

Quality was top of mind as Lowery searched for a floorcovering to complete the space, followed 
by durability and a commercial warranty. In addition, Lowery needed to specify a click-locking 

floor that could be floated over the tile and engineered hardwood in the space.

Lowery reviewed Karndean Designflooring literature in the Three Sixty design library and 
consulted with the local Karndean Commercial Business Manager, who recommended a variety 

of colors from the Korlok Select rigid core range. Equipped with a 5G® locking mechanism  
and proprietary K-Core® technology, Korlok Select has a 20mil wear layer and is backed by 

both a 15-year commercial product warranty and the HoldFast™ 15-year warranty,  
which guarantees end joints remain secure.



The Results
Lowery and team decided that Reclaimed French Oak RKP8109, a time-worn gray, was the best 

color choice for the project. “The Reclaimed French Oak added warmth and comfort to the 
space, while evoking a rustic vibe that offset some of the more modern touches.”

Additionally, based on previous experiences with Karndean, Lowery knew she could quickly 
source the necessary square footage. “The short lead time is ideal for a company like  

ours that is involved with several projects simultaneously.” 

The designers, Harleys Co. owners and store customers are thrilled with the end result. 
“Karndean has some of the most realistic wood-looking LVT on the market.  

It’s a beautiful product.”

Products used:  Reclaimed French Oak RKP8109





Products Specified:

* Subject to terms. 
** Slip resistance is measured on freestanding ex-factory product. Slip resistance can be affected by many factors including but not limited to: product installation and underlayment,   
 surface contamination, use, wear and how the product is maintained. Textural variation along the surface of the product can affect nominal values.

Standard Result

Size ASTM F2421 55.91” x 8.86” (1420 mm x 225 mm)

Thickness ASTM F386 6.5 mm

Wear layer ASTM F410 20 mil (0.50 mm)

Warranty* Commercial
Residential

15 years
Lifetime

Beveled edge Micro

Slip resistance** ASTM D2047 Pass (Dry >0.8)

Acoustic impact noise reduction ASTM E2179-09
ASTM E492-09

IIC = 22 dB
IIC = 68 dB (6” Concrete Slab w/Drop Ceiling)
IIC = 72 dB (6”slab w/drop ceiling+QuietChoice)

Korlok Select

Technical Information
To view the full technical specification for each of our product ranges  

visit our website:

karndean.com/commercialtechdata

Standard

Result

Product
Size (mm) LRV

Size

EN ISO 24342

1219.2 mm x 177.8 mm
VG1-7 1219.2 X 177.8(48"x7") 14

Thickness 
EN ISO 24346

3.0 mm

VG5-7 1219.2 X 177.8(48"x7") 17

Wear layer
EN ISO 24340

0.55 mm

VGW44T 1219.2 X 177.8(48"x7") 23

Surface treatment

K-Guard+ PU coating
VGW50T 1219.2 X 177.8(48"x7") 40

Mass

EN ISO 23997

5187 g/m2

VGW52T 1219.2 X 177.8(48"x7") 25

Guarantee
Light industrial

15 years*

VGW53T 1219.2 X 177.8(48"x7") 22

Commercial

15 years*

VGW54T 1219.2 X 177.8(48"x7") 10

Residential

Lifetime quarantee*
VGW70T 1219.2 X 177.8(48"x7") 12

Bevelled edge

Micro

VGW71T 1219.2 X 177.8(48"x7") 32

Standards
EN 649/ EN ISO 10582

Pass

VGW76T 1219.2 X 177.8(48"x7") 19

Classification 
EN 685/ EN ISO 10874- Light industrial 42: Light industrial general

VGW80T 1219.2 X 177.8(48"x7") 56

EN 685/EN ISO 10874- Commercial 33: Commercial heavy
VGW81T 1219.2 X 177.8(48"x7") 32

EN 685/EN ISO 10874- Domestic
23: Domestic heavy

VGW82T 1219.2 X 177.8(48"x7") 29

Reaction to fire
EN 13501-1

Bfl-s1

VGW83T 1219.2 X 177.8(48"x7") 33

Staining resistance
EN ISO 26987/EN 423

Excellent

VGW84T 1219.2 X 177.8(48"x7") 24

Light fastness
EN ISO 105-B02

≥7

VGW85T 1219.2 X 177.8(48"x7") 35

Abrasion resistance
EN 660-2

Group T

VGW86T 1219.2 X 177.8(48"x7") 28

EN ISO 10582

Type 1

VGW87T 1219.2 X 177.8(48"x7") 14

Flexibility
EN ISO 24344

Pass

VGW88T 1219.2 X 177.8(48"x7") 14

Dimensional stability
EN 434/ EN ISO 23999

≤ 0.25%

VGW89T 1219.2 X 177.8(48"x7") 8

Acoustic Impact noise reduction EN ISO 717-2 / EN ISO 140-8
ΔLw= 4 dB

VGW91T 1219.2 X 177.8(48"x7") 9

Electrical behaviour body voltage EN 1815 

Pass

VGW93T 1219.2 X 177.8(48"x7") 18

Indentation - residual
EN 433/EN ISO 24343-1

Pass ≤ 0.1mm
VGW94T 1219.2 X 177.8(48"x7") 28

Castor chair continuous use
EN 425/ ISO 4918

Pass

VGW99T 1219.2 X 177.8(48"x7") 18

Thermal resistance
ISO 8302

0.0147 m²K/W
VGW100T 1219.2 X 177.8(48"x7") 27

Suitable for underfloor heating. Max 27oC
VGW102T 1219.2 X 177.8(48"x7") 8

Slip resistance**
DIN 51130

R10

VGW107T 1219.2 X 177.8 (48"x7") 50

EN 13893

DS

VGW110T 1219.2 X 177.8 (48"x7") 33

Light reflectance value (LRV) BS 8493:2008+A1:2010
See separate table

VGW111T 1219.2 X 177.8 (48"x7") 43

VOC emission
ISO 16000

Indoor Air Comfort Gold
VGW112T 1219.2 X 177.8 (48"x7") 28

Adhesive

Karndean Universal
Yes

VGW113T 1219.2 X 177.8 (48"x7") 34

Acrylic

Yes

VGW115T 1219.2 X 177.8 (48"x7") 35

Epoxy

YesHigh Temperature
YesPressure sensitive
Yes

Recycling

Suitable

Phthalate free

Yes

*Subject to terms. Please see our website.

For more information:
Call: 01386 820104

For ROI call: 01 6569887

Email: commercial@karndean.co.ukVisit: www.karndean.com
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           Technical Data

** Slip resistance is measured on freestanding ex-factory product. Slip resistance can be affected by many factors, including but not limited to; product installation and 

underlayment,  surface contamination, use, wear and how the product is maintained. Textural variation along the surface of the product can affect nominal values. 

Manufactured to ISO9001

Standard

Result

Product Size (mm) LRV

Size

EN ISO 24342
See separate table

CC04 406.4 x 406.4 (16"x16") 75

Thickness 
EN ISO 24346

3.0 mm

CC06 406.4 x 406.4 (16"x16") 14

Wear layer
EN ISO 24340

0.7 mm

CER11 304.8 X 457.2(12"x18") 11

Surface treatment

K-Guard+ PU coating
CER12 304.8 X 457.2(12"x18") 9

Mass

EN ISO 23997

5015 g/m2

CER13 304.8 X 457.2(12"x18") 9

Guarantee
Light industrial

20 years*
CER14 304.8 X 457.2(12"x18") 9

Commercial
20 years*

CER15 304.8 X 457.2(12"x18") 35

Residential

Lifetime guarantee*
CER16 304.8 X 457.2(12"x18") 21

Bevelled edge

Standard
CER17 304.8 X 457.2(12"x18") 21

Standards
EN 649/ ISO 10582

Pass

CER18 304.8 X 457.2(12"x18") 53

Classification 
EN 685/ EN ISO 10874- Light industrial 43: Light industrial heavy

CER19 304.8 X 457.2(12"x18") 19

EN 685/EN ISO 10874- Commercial 34: Commercial very heavy
CER20 304.8 X 457.2(12"x18") 31

EN 685/EN ISO 10874- Domestic 23: Domestic heavy
CER21 304.8 X 457.2(12"x18") 12

Reaction to fire
EN 13501-1

Bfl-s1

CK25 406.4 x 406.4 (16"x16") 8

Staining resistance
EN ISO 26987/EN 423

Excellent
LST02 406.4 x 406.4 (16"x16") 53

Light fastness
EN ISO 105-B02

≥6

LST03 406.4 x 406.4 (16"x16") 49

Abrasion resistance
EN 649

Group T

LST04 406.4 x 406.4 (16"x16") 40

EN ISO 10582
Type 1

LST05 406.4 x 406.4 (16"x16") 26

Flexibility
EN ISO 24344

Pass

RP11 914.4 X 76.2(36"x3") 37

Dimensional stability
EN 434/ EN ISO 23999

Pass

RP41 914.4 X 76.2(36"x3") 8

Acoustic Impact noise reduction EN ISO 717-2 / EN ISO 140-8
ΔLw= 2 dB

RP73 914.4 X 76.2(36"x3") 20

Electrical behaviour body voltage EN 1815 

Pass

RP90 914.4 X 76.2(36"x3") 25

Indentation - residual
EN 433/EN ISO 24343-1

Pass ≤ 0.1mm
RP91 914.4 X 76.2(36"x3") 17

Castor chair continuous use EN 425/ ISO 4918
Pass

RP92 914.4 X 76.2(36"x3") 13

Thermal resistance
ISO 8302

0.0147 m²K/W
RP94 914.4 X 76.2(36"x3") 10

Suitable for underfloor heating. Max 27oC
RP95 914.4 X 76.2(36"x3") 12

Slip resistance**
DIN 51130

R10

RP96 914.4 X 76.2(36"x3") 22

EN 13893

DS

RP97 914.4 X 76.2(36"x3") 19

Light reflectance value (LRV) BS 8493:2008+A1:2010
See separate table

RP98 914.4 X 76.2(36"x3") 25

VOC emission
ISO 16000

Indoor Air Comfort Gold
RP99 914.4 X 76.2(36"x3") 13

Adhesive
Karndean Universal

Yes

RP100 914.4 X 76.2(36"x3") 17

Acrylic

Yes

RP101 914.4 X 76.2(36"x3") 12

Epoxy

Yes

RP102 914.4 X 76.2(36"x3") 28

High Temperature
Yes

RP103 914.4 X 76.2(36"x3") 26

Pressure sensitive
Yes

RP104 914.4 X 76.2(36"x3") 13

Recycling

Suitable

RP105 914.4 X 76.2(36"x3") 9

Phthalate free

Yes

*Subject to terms. Please see our website.

For more information:Call: 01386 820104
For ROI call: 01 6569887

Email: commercial@karndean.co.ukVisit: www.karndean.com
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            Technical Data 

** Slip resistance is measured on freestanding ex-factory product. Slip resistance can be affected by many factors, including but not limited to; product installation and 

underlayment,  surface contamination, use, wear and how the product is maintained. Textural variation along the surface of the product can affect nominal values. 

Manufactured to ISO9001

Standard

Result

Product Size (mm) LRV

Size

EN ISO 24342
See separate table

AP01 228.6 X 76.2 (9"x3") 27

Thickness 

EN ISO 24346
3.0 mm

AP02 228.6 X 76.2 (9"x3") 14

Wear layer

EN ISO 24340
0.7 mm

AP03 228.6 X 76.2 (9"x3") 6

Surface treatment

K-Guard+ PU coating
AP04 228.6 X 76.2 (9"x3") 10

Guarantee

Light industrial
20 years*

AP05 228.6 X 76.2 (9"x3") 9

Commercial
20 years*

AP06 228.6 X 76.2 (9"x3") 16

Residential

Lifetime guarantee*
AP07 228.6 X 76.2 (9"x3") 27

Bevelled edge

Standard

AP31 406.4 X 406.4 (16"x16") 14

Mass

EN ISO 23997

5015 g/m2

EW01 914.4 X 152.4 (36"x6") 14

Standards

EN 649/EN ISO 10582
Pass

EW02 914.4 X 152.4 (36"x6") 9

Classification 

EN 685/EN ISO 10874- Light industrial 43: Light industrial heavy
EW03 914.4 X 152.4 (36"x6") 12

EN 685/EN ISO 10874- Commercial 34: Commercial very heavy
EW10 1422.4 X 228.6 ( 56"x9") 36

EN 685/EN ISO 10874- Domestic 23: Domestic heavy
EW11 1422.4 X 228.6 (56"x9") 33

Reaction to fire
EN 13501-1

Bfl-s1

EW12 1422.4 X 228.6 (56"x9") 25

Staining resistance
EN ISO 26987/EN 423

Excellent

EW13 1422.4 X 228.6 (56"x9") 33

Light fastness

EN ISO 105-B02
≥6

EW21 1422.4 X 228.6 (56"x9") 15

Abrasion resistance
EN 649

Group T

RPL-EW21
114.3, 152.4, 228.6          (4.5”, 6”, 9”) widths in various lengths

15

EN ISO 10582
Type 1

HC01 914.4 X 152.4 (36"x6") 14

Flexibility

EN ISO 24344
Pass

HC02 914.4 X 152.4 (36"x6") 16

Dimensional stability
EN 434/EN ISO 23999

Pass

HC03 914.4 X 152.4 (36"x6") 17

Acoustic Impact noise reduction
EN ISO 717-2 / EN ISO 140-8

ΔLw= 2 dB

HC04 914.4 X 152.4 (36"x6") 10

Electrical behaviour body voltage
EN 1815 

Pass

HC05 914.4 X 152.4 (36"x6") 8

Indentation - residual
EN 433/ EN ISO 24343-1

Pass ≤ 0.1mm
HC06 914.4 X 152.4 (36"x6") 6

Castor chair continuous use
EN 425/ ISO 4918

Pass

LM01

49

Thermal resistance
ISO 8302

0.0147 m2K/W
LM02

35

Suitable for underfloor heating. Max 27oC
LM03

59

Slip resistance**
DIN 51130

R10 / R11***
LM10

10

EN 13893

DS

LM11

17

Light reflectance value (LRV)
BS 8493:2008+A1:2010

See separate table
LM12

21

VOC emission

ISO 16000

Indoor Air Comfort Gold
LM20

13

Adhesive

Karndean Universal
Yes

LM05 609.6 X 457.2 (24"x18") 18

Acrylic

Yes

LM06 609.6 X 457.2 (24"x18") 10

Epoxy

Yes

LM07 609.6 X 457.2 (24"x18") 49

High Temperature
Yes

LM08 609.6 X 457.2 (24"x18") 31

Pressure sensitive
Yes

LM09 609.6 X 457.2 (24"x18") 42

Recycling

Suitable

LM15 406.4 X 406.4 (16"x16") 19

Phthalate free

Yes

LM15-CLIP 406.4 X 406.4 (16"x16") 19

* Subject to terms. Please see our website.

LM16 406.4 X 406.4 (16"x16") 61LM16-CLIP 406.4 X 406.4 (16"x16") 61
LM21 609.6 X 457.2 (24"x18") 21

**** Offsetting tiles are also included to create a natural look

LM22 609.6 X 457.2 (24"x18") 17LM27 914.4 X 152.4 (36"x6") 49

For more information:

LM28 914.4 X 152.4 (36"x6") 31

Call: 01386 820104
For ROI call: 01 6569887

LM29 914.4 X 152.4 (36"x6") 42

Email: commercial@karndean.co.uk

RL01 1219.2 X 177.8 (48"x7") 27

Visit: www.karndean.com

RL02 1219.2 X 177.8 (48"x7") 20RL03 1219.2 X 177.8 (48"x7") 14RL04 1219.2 X 177.8 (48"x7") 8

Manufactured to ISO9001

RL05 1219.2 X 177.8 (48"x7") 9RL07 1219.2 X 177.8 (48"x7") 9RL12 1219.2 X 177.8 (48"x7") 27RL20 1422.4 X 228.6 (56"x9") 29RL21 1422.4 X 228.6 (56"x9") 41

08/19

RL22 1422.4 X 228.6 (56"x9") 41RL23 1422.4 X 228.6 (56"x9") 41SBW-RL01 304.8 X 76.2 (12"x3") and 114.3 x 114.3 (4.5"x4.5") 27
SBW-RL12 304.8 X 76.2 (12"x3") and     114.3 x 114.3 (4.5"x4.5") 27SM-RL20 457.2 x 76.2mm (18"x3") 29SM-RL21 457.2 x 76.2mm (18"x3") 41SM-RL22 457.2 x 76.2mm (18"x3") 41SM-RL23 457.2 x 76.2mm (18"x3") 41

Each panel is created from nine assorted tiles with design strips****:-              457.2 X 457.2 (18”x18”) 457.2 X 304.8 (18”x12”) 457.2 X 152.4 (18”x6”) 304.8 X 304.8 (12”x12”) 304.8 X 152.4 (12”x6”) 152.4 X 152.4 (6”x6”)

** Slip resistance is measured on freestanding ex-factory product. Slip resistance can be affected by many factors, including but not limited to; product 

installation and underlayment,  surface contamination, use, wear and how the product is maintained. Textural variation along the surface of the product can 

affect nominal values. 
*** DIN51130 slip resistance values have achieved R10 except EW21, RPL-EW21, RL20, RL21, RL22, RL23, SM-RL20, SM-RL21, SM-RL22, SM-RL23 which have 

achieved R11. All R11 SKUs also achieve >36 to BS7976 

                Technical Data

  Reclaimed French Oak RKP8109
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Feeling Inspired?
We have a variety of tools available to help you achieve the look you desire for your project:

51

Samples 888-266-4343  |  www.karndean.com

Art Select Wood

Full of charm and character, our premium Art Select wood collection brings the natural beauty of real wood to life in your commercial space. 

Through meticulous attention to detail and careful selection of some of the most beautiful and inspiring natural woods, our Art Select wood collection 

includes our most intricate designs and realistic embosses. Everything a beautiful floor should be, and so much more, each of our Art Select woods 

tells its own story.

  Vintage Hickory EW12
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Standard
Result

Thickness

3.0 mm

Size

Various, see individual product pages

Box quantity

Various, see individual product pages

Wear layer

30 mil* (0.7 mm)

Surface treatment

K-Guard+® PU coating

Warranty**
Commercial

Residential

20 Years

Lifetime

Beveled edge

Standard

Classification
ASTM F1700

Class III Type B

Reaction to fire
ASTM E648-06

Class 1

Smoke density
ASTM E662-06

Pass (<450)

Flammability test FF 1-70; Federal Approval Pass

Slip resistance*** ASTM D2047
Pass (Dry 0.92)

Staining resistance ASTM F925
Pass

Light fastness
ASTM F1515

Pass

E = 3.3

Abrasion resistance ASTM D3884
115000 Cycles

Dimensional stability ASTM F2199

Pass 

-0.002”/lin.ft

Acoustic impact 

noise reduction

ASTM E2179-09

ASTM E492-09

IIC = 6 dB

IIC = 46 dB (6” slab w/drop ceiling)

IIC = 71 dB (6” slab w/drop ceiling + 

QuietChoice)

Static load
ASTM F970

1000 psi

Flexibility
ASTM F137

Pass

Adhesive

DrySet

K-Spray

K-Spray 98

Karndean Epoxy

K-95HM

Recycling

Suitable

Phthalate free

Yes

* Nominal.

**  Subject to terms, see page 421.

***  Slip resistance is measured on ex-factory product. Slip resistance can be affected by surface contamination, 

use and how the product is maintained.
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 Pattern    
 guide
It’s not just the floor you lay, but how you lay 

it that makes a lasting impression. We offer 

numerous pattern possibilities to make the 

most of your space. Add design strips and 

borders for a truly unique look.

Wood layouts
Herringbone

Chevron

Broken Chevron

Staggered

Ship Lap

Striped

Basket Weave

Bring your pattern ideas to life using our Floorstyle floor designer or contact your Commercial Business Manager for more information 

on incorporating these designs into a future project.

Product Selector

Product Selector
View the complete Karndean Designflooring portfolio 

of luxury vinyl, plus technical data and environmental 

certifications.

karndean.com/productselector

Floorstyle Floor Designer
Once you’ve narrowed down your 

color choices, use our free interactive 

design tool to upload a photo of 

your project and experiment with 

lay patterns, download CAD files and 

request samples.

karndean.com/commercialfloorstyle

Keep up to date with us:

  Follow our boards on Pinterest    

karndeandesignflooringUSA

  Follow us on Instagram 

 karndean_usa


